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CTI is a small, woman-owned business.

The CTI Rugged Vehicle Dock (RVD-MZ11-G1) 
for Panasonic Toughpad FZ-G1 Tablets
When you need a Toughpad to tough out any environment, you need 
a rugged vehicle dock made to go the extra mile. Installed in any 
Military vehicle, your tablet will run reliably, no matter the terrain or 
drive type (tracks or tires).



The             Rugged Vehicle Dock for Panasonic Toughpad FZ-G1 Tablets

Made-to-Fit
�e CTI Rugged Vehicle Dock (RVD) simpli�es the docking process of any Toughpad FZ-G1 in 
military (tactical and tracked) vehicles and is virtually ‘plug and play’. �e RVD will keep your 
Toughpad tablet functioning while using it under the harshest of circumstances. From specialized 
connectors and unique power requirements to custom color and customized protective coatings, we 
can deliver the vehicle mount that meets both your speci�cations and expectations.

Tough
Built from a lightweight aluminum alloy, the rugged RVD dock can withstand the wear and tear of life 
in the �eld. It’s designed to meet the appropriate military standards for handling shock, vibration, and 
humidity as well as EMI and RFI suppression, ensuring the tablet is operational no matter what vehicle 
it’s mounted in. �e durable design of the RVD has been �eld-proven by the Israeli Army (IDF).

Ergonomic
�e RVD enables you to mount your Toughpad at any angle or orientation, horizontal to vertical, for 
ease of accessibility. A specially designed latching mechanism locks the computer in place and ensures 
reliable electrical and signal connections, guaranteeing full computing power, when and where you 
need it.

Convenient
Standard inputs and outputs include VGA, USB x2, RS-232, Ethernet (10/100Mb), and a power input 
range from 16-32vdc (MIL-1275D). Options include RS 422, 1000Mb (Gbit) Ethernet, video capture, 
video output and audio in/out. �e RVD can be con�gured with industry standard connectors or built 
with a wide variety of MIL connectors, including D38999, Amphenol or Glenair.

Customer Service: The CTI Advantage
CTI’s close relationship with Panasonic provides us with the knowledge and understanding needed to 
design Toughpad compatibility into our products. In fact, we’re an Authorized Service Center for 
Toughbook and Toughpads products and have modi�ed (literally) thousands of Toughbooks to custom-
er speci�cation as well.
�is relationship, coupled with our years of experience and knowledge garnered from working with the 
military, allows us to design products that meet the real needs of �eld deployment, whether they’re 
standard models or custom designed.
At CTI, our support sta� work closely with our engineers and our customers. Questions are answered 
promptly and accurately – and should you ever need service, your unit will be quickly repaired, tested 
and returned to you with quick turnaround.
In addition to the FZ-G1 Tablets, CTI supports other Toughbook and Toughpad models – and 
mounting them in a wide range of vehicles. Contact us today for a solution to meet your needs.
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Tech Specs
These are just a few of the standard speci�cations.
For more information and other options, please contact CTI.

Temperature MIL-STD-810F, Method 501.4 & 502.4
Operating  -18˚  -  +55˚ Celsius
Non Operating  -30˚  -  +70˚ Celsius

Drip Proof
MIL-STD-810F, Method 506.3

Humidity
MIL-STD-810F, Method 507.4

Vibration
MIL-STD-810E, Method 514.4 (Tested for M-113, Namer, Merkava)

Shock
Functional - MIL-STD-810F, Method 516-5, Proc. I - 40G 11ms, Saw-Tooth

EMI/RFI
MIL-STD-461E

Ingress Protection Rating
IP65 Rated

Dimensions 291.2 mm H x 248.6mm W x 159.6mm D

Weight 5.2 Kg. (Without the G1)

Power Input 16-32vdc. MIL-STD-1275D

CTI has been a Panasonic U.S. Authorized Service Center,
performing modifications and upgrades, since 2002.

D o c u m e n t a t i o n  a v a i l a b l e  u p o n  r e q u e s t .  © 2 0 1 6  C o m p u t e c h  I n t e r n a t i o n a l ,  I n c .  A l l  t r a d e m a r k s  a r e  t h e  p r o p e r t y  o f  t h e i r  r e s p e c t i v e  o w n e r s .

USA
525 Northern Boulevard, Great Neck,
NY 11021 USA  •  Tel: 888-CTI-INTL (888-284-4685)
Fax: 516-487-5214
Email: info@cti-intl.com  • www.cti-intl.com  

ISRAEL
20 Hamagshimim St. POB 7252,
Petach Tikva 4934829, Israel.
Tel:  +972-3-921-1110  • Email: sales_il@cti-intl.com 
Fax:  +972-3-921-1130  • www.cti-intl.co.il

Standard Connections
Connector

J1

J2

J3

J4

Other connectors and/or functions available upon request

MS3112E12-3PY

804-07NF6-4SNB

D38999/20WA35SN

D38999/20WC35SN

Power in (16 - 32vdc)

USB2

LAN (100Mb)

VGA out, RS232, USB

Optinal RS422,

Type Function(s)
Available Cables

Part Number

CBL-RVD01-PWR-3M

CBL-RVD02-SER-232

Custom cables can be designed to specification

Power in - 3 meters

MS3456W22-2P (vehicle) to

MS3475W12-3SY (dock)

D38999/26WC35PN (dock) to
1xDB9, 1xDB15, 1xUSB FEMALE

Function

Lan (1000Mb)

GunFire - MIL-STD-810E, Method 516-4, Proc. I - 100G 6ms, Saw-Tooth


